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Testboy TV 218 Accuracy Lowest resolution

Indication LCD with backlight

Measurement range selection Manuel

AC current 40 A ±3,0 %, ±5 Digits 0,01 A

200 A ±3,0 %, ±5 Digits 0,1 A

DC current 40 A ±2,5 %, ±8 Digits 0,01 A

200 A ±2,5 %, ±8 Digits 0,1 A

Clamp opening max. Ø 23 mm

Data-Hold Yes

Auto-Power-Off Yes

Overvoltage category CAT III 300 V

Standard IEC / EN 61010-1 (DIN VDE 0411); EN 61010-2-032

Dimensions 155 x 50 x 25 mm

Weight 103 g

Power supply 2 x Button cell, LR44, 1,5 V

Scope of delivery Carrying case

Small but perfectly formed! With real effective value measurement (True RMS) and a sensor 
rate of 3 per second, it provides exact measurement results even in difficult to access locations. 
The clamps can be applied wherever you can fit your hand. Despite its compact construction 
the Testboy TV 218 convinces with useful functions such as data-hold or auto power-off.

YOUR BENEFITS
> Extremely compact construction
> T-RMS
> Data-hold function

SPECIFICATIONS

It fits in all 
corners.

TESTBOY TV 218
Miniature digital clamp meter
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